
LENGHT
HEIGHT 
WIDTH
WHEELBASE
TRACK (DATI CON PNEUMATICI DI SERIE)

POWER
TORQUE
RPM
CAMPRESSOR

PUMP
ENGINE

1ª
2ª
3ª
4ª

STANDARD
OPTIONAL

WIDTH TIPS OF THE PICKPUP
WIDTH HARVEST HEAD 
WIDTH SHAKER
WIDTH SORTER FEEDING BELT
WIDTH MANUAL SORTING BELT
WIDTH NCR TAPE
MAXIMUM DISCHARGE HEIGHT

CHANNEL

NET

m
m
m
m
m

kW
Nm
rpm

cc

cc
cc

km/h
km/h
km/h
km/h

cm
cm
cm
cm
cm
cm
cm

n°

lt

11,71
3,80
3,13
2,60
1,66

185 kW (252 CV)
1.160 @ 1.200 rpm

1.500
Bicilindrico 720 cc

100
110

4
8

15
25

540/70 R24 - 500/55 R26,5
500/70 R24 - 540/70 R24

4 ratio

150
120
120
104

92
100
4,2

40

320

11,71
3,80
3,66
2,60
1,66

185 kW (252 CV)
1.160 @ 1.200 rpm

1.500
Bicilindrico 720 cc

100
110

4
8

15
25

600/55 R26,5
540/70 R24

4 ratio

150-180
120-150

150
130
128
100
4,2

50

320

SIZES

ENGINE

TRASMISSION

SPEED

TYRES

AXLE AND TRASMISSION

WORKING 
PART SIZE

SORTER

TANK CAPACITY

H A R V E S T I N G  E X C E L L E N C E

THR850 is equipped with a powerful header, a        
hydrostatic transmission, a Stage V Volvo engine, 
and top-performance tyres, allowing you to harvest 
tomatoes where other machines can’t.

DESIGNED FOR LARGE 
PRODUCTIONS
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THR

MTS srl
Via Giulio Natta, 25/25/A
29010 Pontenure PC

t. +39 0522 516 700
f. +39 0522 516 790

MTS srl
Via Giulio Natta, 25/25/A
29010 Pontenure PC

www.mts-sandei.com
info@mtssrl.com


